Experimental results on power absorption from a wave energy converter at the Lysekil wave energy research site  by Lejerskog, Erik et al.
lable at ScienceDirect
Renewable Energy 77 (2015) 9e14Contents lists avaiRenewable Energy
journal homepage: www.elsevier .com/locate/reneneExperimental results on power absorption from a wave energy
converter at the Lysekil wave energy research site
Erik Lejerskog*, Cecilia Bostr€om, Ling Hai, Rafael Waters, Mats Leijon
Swedish Centre for Renewable Electric Energy Conversion, Division for Electricity Research, Department of Engineering Science, Uppsala University,
Box 534, 75121 Uppsala, Swedena r t i c l e i n f o
Article history:
Received 20 December 2013
Accepted 17 November 2014
Available online 18 December 2014
Keywords:
Wave energy conversion
Offshore experiments
Linear generator
Power take-off
System optimization
Power absorption* Corresponding author. Tel.: þ46 18 471 5870.
E-mail address: erik.lejerskog@angstrom.uu.se (E.
http://dx.doi.org/10.1016/j.renene.2014.11.050
0960-1481/© 2014 The Authors. Published by Elseviera b s t r a c t
Power generation from wave power has a large potential to contribute to our electric energy production,
and today, many wave power projects are close to be commercialized. However, one key issue to solve for
many projects is to decrease the cost per installed kW. One way to do this is to investigate which
parameters that have a signiﬁcant impact on the wave energy converters (WEC) performance.
In this paper, experimental results on power absorption from a directly driven point absorbing WEC
are presented. The experiments have been carried out at the Lysekil research site in Sweden. To inves-
tigate the performance of the WEC, the absorbed power and the speed of the translator are compared.
The result conﬁrms that the buoy size and the translator weight have a large impact on the power
absorption from the generator. By optimizing the buoy size and translator weight, the WEC is believed to
produce power more evenly over the upward and downward cycle.
Moreover, to predict the maximum power limit during normal operation, a simulation model has been
derived. The results correlates well with experimental data during normal operation.
© 2014 The Authors. Published by Elsevier Ltd. This is an open access article under the CC BY-NC-ND
license (http://creativecommons.org/licenses/by-nc-nd/3.0/).1. Introduction
The energy demand is continuously increasing worldwide and
conventional methods for power generation are causing many
environmental issues such as global warming, acid rain and air
pollution. Harnessing natural resources and converting them into
electric power can be an effective solution to ease the conﬂicts
between large energy demand and environment pollution. Among
all sources of renewable energy, wave energy has the highest
energy density [1], and is considered as a promising alternative
energy resource for the future. In 2012, the worldwide installed
ocean power capacity was approximately 6 MW and in the next
coming years this number is believed to increase to 35 MW [2]. The
research within this area has come far and two review articles of
different types of WEC technologies and their progress are given in
Refs. [2,3].
Uppsala University has developed a wave energy converter
(WEC) that uses a point absorber directly driving a linear generatorLejerskog).
Ltd. This is an open access article ufor power production, see Fig.1a. Various efforts have beenmade to
optimize the system in order to decrease the cost per installed kW
and to increase the reliability. In general the use of directly driven
generators, or generators moving with a variable speed, have
increased in renewable energy applications, particularly in the
wind industry. Most of the developers have switched from using a
ﬁxed speed technology to a variable speed technology [4]. Themain
reason for the change is the increased power absorption (power
capture ratio) which can be achieved with a variable speed control.
The rotation speed can be controlled with power electronics ac-
cording to wind speed to maximise the power production. A direct
drive approach also has other beneﬁts such as less maintenance
work since mechanical parts that are otherwise needed between a
conventional generator and the low speedmotion of thewaves, like
turbines, gear boxes etc., are not needed. However, a direct drive
approach tends to have a somewhat more complicated electrical
system since a conversion system is required before the connection
to the grid. Furthermore, a generator moving with low speed is
larger compared to a 50 Hz generator with the same power rating.
In the wave power area there exists a number of different projects
developing linear and directly driven generators, some examples
are given in Refs. [5e10].nder the CC BY-NC-ND license (http://creativecommons.org/licenses/by-nc-nd/3.0/).
Fig. 1. a) Illustration of the WEC developed at Uppsala University. b) Picture of L9 during deployment.
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[11]. Since then more than 10 WECs have been deployed at the
research site located on the Swedish west coast, outside the town
Lysekil. The research site is equipped with a 3 km long subsea cable
that connects the WECs to a measuring station on a close by island,
Herman€o. In the measuring station, voltage and current data from
the WECs are stored. More information about the research site is
given in Refs. [12,13].
The WEC consists of a buoy at the surface, which is connected
through a connection line (steel wire) to a linear generator placed
in a capsule on the seabed, Fig. 1a. To keep theWEC on the seabed, a
concrete foundation with a weight of 35 tonnes is attached at the
bottom of the capsule. When the buoy moves with the motion of
the waves, the translator inside the linear generator will follow the
motion in heave, thus inducing a varying magnetic ﬂux in the
stationary stator windings.
The power output from the WEC is inﬂuenced by a number of
different parameters like the buoy size, translator weight, damping
etc. To be able to increase the generated power from the WEC it is
important to know how it behaves during a full cycle i.e. both when
the buoy and translator moves upwards and downwards, the pur-
pose with this work is to study this further. In this paper, the power
absorption of a second generation WEC known as the L9 is studied
both experimentally and analytically. The L9 was deployed at the
Lysekil research site in 2009. A picture taken during deployment is
presented in Fig. 1b.
To predict the impact of buoy volume and translator weight, a
static model has been derived to ﬁnd the power limits at different
speeds during the upward and downward cycle. The results from
the simulations could be used as a design tool early in the design
process of a WEC. To verify the model, it has been compared with
experimental results for different load conditions.Fig. 2. a) Design of the stator inside the capsule. b) The translator with mounted
permanent magnets.1.1. Experiments
The experiments were carried out at the offshore research site
on the Swedish west coast. Details about the WEC, L9, used in theoffshore experiments and details about themeasurements done are
presented in this section.
1.2. Linear generator
The generator is a linear generator shaped as an octagon, i.e. it
has eight sides, see Fig. 2. The stator-sides are made up of thin
electric steel sheets and arewoundwith a three phasewinding. The
stator-sides are then attached to the capsule walls. The translator
has eight sides of surface mounted Ne-Fe-B magnets. To keep a low
friction for the motion of the translator and to maintain a 3 mm air-
gap between the stator-sides and the magnets, four rails mounted
on the translator and 84 wheels divided into four rails are mounted
on the capsule. The stator-sides and the translator have the same
vertical length. This equal length makes the active area of the
generator to change when the translator deviates from its center
position. To keep the generator sealed from seawater a piston rod is
attached to the translator. When the translator moves up and
down, the piston rod will move through a seal housing placed on
the top of the capsule. Some of the main parameters of the
generator are presented in Table 1.
Table 1
Parameters of the generator L9.
Quantity Value
Voltagea 450 V
Nominal power 20 kW
Pole width (up) 55.8 mm
Translator length 2000 mm
Stator length 1961.5 mm
Translator weight (mt) 2700 kg
Stroke length 1976.5 mm
a Line to line voltage when the speed of the translator is 0.7 m/s.
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The experiments were carried out with a torus shaped buoy,
assembled together from six sections, see Fig 3. It was equipped
with a line force measurement system, consisting of a force trans-
ducer, battery, data logging and transmission system and an an-
tenna. A tripod connects the buoy to the connection line which, in
turn, connects to the generator. The volume of the buoy was
13.4 m3 and it had a total weight of 3500 kg.1.4. Measurments
The measurements were carried out in a measurement station
located 2 km south-east of the research site. A three phase subsea
power cable connects the WEC to the station. During the experi-
ments the measuring station was equipped with three different
delta connected resistive loads, 4.9 U, 11 U and 20 U. The values of
the resistance in the three cases are presented as one of the three
resistors in the delta connection. Current and voltage out from the
WEC are measured in the station with a sampling frequency of
256 Hz. The data is stored locally and accessible through a remote
communication system.
The power dissipated in the load is calculated from the
measured voltages (Va, Vb, Vc) and currents (Ia, Ib, Ic) as:
Pload ¼ VaIa þ VbIb þ VcIc (1)
The output power, Pout, from theWEC is calculated by adding the
power loss, Ploss, from the cables as:Fig. 3. Torus buoy used in the experiment.Ploss ¼ R

I2a þ I2b þ I2c

(2)
Pout ¼ Pload þ Ploss (3)
The speed of the translator is calculated by ﬁnding the zero
crossings of the voltage out from theWEC and by knowing the pole
width in the generator, up. The speed is calculated as:
v ¼ up
Dt
(4)
1.5. Error analysis
When the translator is situated at the top or bottom position,
noise is induced in the voltage measuring signal close to the zero
crossings. The noise is visible as peaks in the speed due to small Dt
of the noise at almost zero power. A ﬁlter was used to reduce these
peaks, but some of the noise is still visible in the results.
Other parameters that inﬂuence the accuracy of the measure-
ments are: the accuracy of the resistance in the generator windings
(1 ± 1.5% U per phase), the accuracy of the subsea cable resistance
(0.54 ± 1.5% U per phase) and the accuracy of the resistive loads at
the station. Also the voltage measurement system has an estimated
accuracy of ±1.5% and the current measurement has an estimated
accuracy of ±0.5%.
1.6. Simulation model
To predict the behavior of the WEC a static model has been
derivedwhere the limits in power out from theWEC is based on the
volume of the buoy and the mass of the translator. To ﬁnd the limits
the forces in the system can be written as:
Fb  Fem þmg (5)
where Fb is the buoyancy force, Fem is the electromagnetic force and
m is the mass of the system. By using the relation between absor-
bed power, electromagnetic force and the speed:
Pabs ¼ Femv (6)
The limit of maximum power absorption when the translator
moves upwards can be calculated as:
Pabs ¼ ðFbTot  ðmb þmtÞgÞv (7)
where FbTot is the buoyancy force of a completely submerged buoy,
mb and mt are the buoy weight and the translator weight.
When the translator is moving downwards, the limit of the
absorbed power is calculated as:
Pabs ¼ mtgv (8)
assuming that the gravitational force of the translator is equal to the
damping force of the generator.
2. Results
The power from the WEC is plotted on the y-axis against the
translator speed on the x-axis during different load cases and
varying wave climates is shown in Figs. 4e6. The blue (in web
version) dots represent the power when the translator moves up-
wards and the red (in web version) dots represent the power when
the translator moves downwards. The upper dash-dotted black
lines are the simulated maximum value of the power when the
Fig. 6. Simulated and experimental results of the WEC when it is connected to 20 U
loads.
Fig. 4. Simulated and experimental results of the WEC when it is connected to 4.9 U
loads.
E. Lejerskog et al. / Renewable Energy 77 (2015) 9e1412translator moves upwards.100% stands for a completely submerged
buoy and 80% for a buoy submerged to 80%. The lower dash-dotted
black line represents the simulated maximum value of the power
when the translator moves downwards.
In Fig. 4, theWEC is connected to a 4.9 Ohm load. The signiﬁcant
wave height during the experiment was around 3 m. It's noticeable
that a number of upward motion data points exceed the 100% up-
ward limit. But most of the data points are below the 80% limit.
However, in the downward motion, no data points are reaching the
downward simulated limit.
In Fig. 5, theWEC is connected to an 11 Ohm load. The signiﬁcant
wave height during this period was around 1.5 m. During this load
case, there are only a few observations, blue (in web version) dots,
reaching above the 80% upward limit and non above the 100% limit.
In the downward direction two trends of the observations, red (in
web version) dots, are slightly visible.
In Fig. 6, the WEC is connected to a 20 Ohm load and the sig-
niﬁcant wave height was around 2 m. In this result, the two trends
in the downward motion, red (in web version) dots, are more
visible compared to the results in Fig. 5. Moreover, during the up-
ward motion no observations are reaching the 80% upward limit.
The observations, blue (in web version) dots, in Fig. 6 are more
spread out, especially at higher speeds if compared with Figs. 4 and
5.
The results in Figs. 7e9 present the three phase voltage during
1 min from the different load cases studied in Figs. 4e6. The volt-
ages presented are all included in the results of Figs. 4e6. The
voltages in Fig. 7 and 8 were chosen to further analyze the high
peaks in power during the upward motion that were visible in the
results in Figs. 5 and 6. The voltage in Fig. 9 represents a sequenceFig. 5. Simulated and experimental results of the WEC when it is connected to 11 U
loads.when the power production form the WEC was high, and will be
represented as data points with high speed in Fig. 6.
In Fig. 7, for the 4.9 U load, high peaks in the voltage are
occurring frequently and seems to be found at turning points of the
translator. Also a reduction in the voltage is visible when the
translator is on its way down, this is highlighted in the ﬁgure.
Fig. 8, presents the voltage when the WEC is connected to an
11 U load. As in Fig. 7, high peaks in the voltage are visible but they
are not as frequent.
In Fig. 9, the voltage is presented when the WEC is connected to
a 20 U load. No high peaks in the voltage are visible during this
period. When the translator is moving downwards an increase in
the voltage is visible in the beginning, then the voltage drops fast
and then starts to increase again until the translator reach the
bottom turning point.
3. Discussion
From the results in Figs. 4e6 the trend is clear, the absorbed
power is higher when the translator moves upwards, a result which
is also predicted by the model. By increasing the weight of the
translator the downward power could be increased, however at a
cost of a decrease in the power upwards. By ﬁne-tuning the buoy
volume, weight and the translator weight an optimum could be
reached. Other parameters such as wave climate and generator
design need to be decided before this ﬁne-tuning can begin. A
general thought could be to increase the buoy volume and the
translator weight to increase the power absorbed. But a too large
buoy and translator weight will not give good results in a wave
climate with little energy and vice versa, and also other limitationsFig. 7. Measured three phase voltage at 4.9 U load.
Fig. 8. Measured three phase voltage at 11 U load.
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voltage limitations in the windings.
When the translator moves downwards, the results in Figs. 5e6
show two trend lines. This could be due to the changing active area
of the stator. When the translator has moved to the top point the
active stator area has a minimum, resulting in lower damping,
which will allow the translator to move faster when it moves
downwards and thus resulting in higher voltage. This is connected
to the higher trend line. When the translator has moved to the
midpoint, the active area and damping has a maximum and the
translator moves slower, with a lower voltage. This is the starting
point on the lower trend line. When the translator moves down
towards the bottom point the active area decreases with an in-
crease in voltage and lower damping. This is indicated by the
increasing power and speed on the lower trend line. This can also
be seen in the three phase voltage in Figs. 8 and 9. During the
downwards motion of the translator, the speed is higher when the
active area is small and vice versa.
In the simulation model used in this paper dynamic forces from
ocean waves such as excitation force and radiation force were
neglected, but the experimental results show that for most cases, at
the studied site, it is enough to consider only the buoyancy force to
estimate upper limit of power production. By using a rough model
based on fundamental physics the time spent on simulations can be
reduced. Moreover, it can help to ﬁnd parts in the system where a
more comprehensive study is needed to model the system, thus
making the heavy calculations where they are needed instead of
performing a complete dynamic simulation of the entire system.
For a real time power production model, it would be necessary to
include dynamic forces [14,15].Fig. 9. Measured three phase voltage at 20 U load.Themodel doesn't consider different buoy shape, e.g. cylinder or
torus, which would affect the system performance mainly by
different in added mass. Only volume and mass of the buoy have
been considered, through again, experimental results indicate that
the model works well enough. It would be very interesting to
compare the power production from two differently shaped buoys
with the same weight and volume, which is a topic for future work
together with an improved model with information of buoy shape.
The motive behind using an 80% limit in the upward direction is
that the peaks in power are generally below this limit. This limit
indicates the power limitation during normal operation and data
points exceeding this limit are mainly due to non-desirable effects.
In Fig. 4 there are some peaks reaching over the 100% upward limit
and a large number reaching over the 80% limit. By studying the
voltage when these peaks arise in Figs. 7e8, it is quite clear where
these peaks come from. The peaks occur when the translator is
positioned in its lowest position and is starting to move upwards.
Furthermore, the decreasing voltage amplitude before these peaks
are also quite similar. As the translator moves downwards the
damping gets higher and higher, almost bringing the translator to a
stop. Because of this, the buoy and the connection line move
downwards with a higher speed than the translator resulting in the
connection line becoming slack. When a new wave lifts the buoy
again, a snatch load occurs resulting in a short period of high speed
and high voltage and current. It seems to happen more frequent
when the generator has a higher damping, most frequent at 4.9 U
but also visible at 11 U and 20 U load cases. The higher occurrence
of the power peaks in Fig. 4, could partly arise due to a more
powerful wave climate at this time, with a signiﬁcant wave height
of about 3 m. These snatch loads were also detected in the ﬁrst
generation of WECs, [16]. With a higher weight of the translator
this could be avoided, or the snatch loads would instead occur at
another load with even higher damping. Snatch loads are not
included in the simulation model and are not a desirable effect, but
it explains why there are peaks going higher than the simulated
limit for the upward motion.4. Conclusion
The experimental results prove, as expected from the simulation
model, that higher power is produced when the translator moves
upwards compared to when it moves downwards. This is mainly
due to that the lifting force of the buoy greatly exceeds the
downward force of the translator. By increasing the weight of the
translator a more evenly distributed and higher average power
output could be achieved.
When the translator moves downwards, the power has two
visible trends in load the cases 11 U and 20 U, due to the changing
active area in the generator.
The experiments shows that by having the same vertical length
of the stator-sides and the translator, the speed near the endpoints
increases at the expense of active stator area between the stator
and the magnets. It also shows that the speed has a greater inﬂu-
ence on the voltage compared to the active stator area.
When the damping of the generator goes up, i.e. when the
resistance of the load goes down, the peaks in the power, induced
by the snatch-loads, occur more frequently. This is seen in Figs. 4
and 5, with a resistive load of 4.9 U and 11 U respectively. These
peaks occur when the translator has reached its lower turning point
and is starting to move upwards.
The simulation model has been veriﬁed and works during
normal conditions. The simulated downward limit is not reached in
any of the experiments, and in the 11U and 20U load case, the 100%
upward limit is not reached.
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